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Vst = Total volume of coating solids used dur-
ing month, y, liters, as calculated by 
Equation 2 of this section. 

y = Identifier for months. 

(h) Compliance demonstration. The or-
ganic HAP emission rate for the initial 
12-month compliance period, calculated 
using Equation 3 of this section, must 
be less than or equal to the applicable 
emission limit in § 63.4690. You must 
keep all records as required by §§ 63.4730 
and 63.4731. As part of the Notification 
of Compliance Status required by 
§ 63.4710, you must identify the coating 
operation(s) for which you used the 
emission rate without add-on controls 
option and submit a statement that 
the coating operation(s) was (were) in 
compliance with the emission limita-
tions during the initial compliance pe-
riod because the organic HAP emission 
rate was less than or equal to the ap-
plicable emission limit in § 63.4690, de-
termined according to this section. 

§ 63.4752 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations? 

(a) To demonstrate continuous com-
pliance, the organic HAP emission rate 
for each compliance period, calculated 
using Equation 3 of § 63.4751, must be 
less than or equal to the applicable 
emission limit in § 63.4690. A compli-
ance period consists of 12 months. Each 
month after the end of the initial com-
pliance period described in § 63.4750 is 
the end of a compliance period con-
sisting of that month and the pre-
ceding 11 months. You must perform 
the calculations in § 63.4751(a) through 
(g) on a monthly basis using data from 
the previous 12 months of operation. 

(b) If the organic HAP emission rate 
for any 12-month compliance period ex-
ceeded the applicable emission limit in 
§ 63.4690, this is a deviation from the 
emission limitations for that compli-
ance period and must be reported as 
specified in §§ 63.4710(c)(6) and 
63.4720(a)(6). 

(c) As part of each semiannual com-
pliance report required by § 63.4720, you 
must identify the coating operation(s) 
for which you used the emission rate 
without add-on controls option. If 
there were no deviations from the 
emission limitations, you must submit 
a statement that the coating oper-

ation(s) was (were) in compliance with 
the emission limitations during the re-
porting period because the organic 
HAP emission rate for each compliance 
period was less than or equal to the ap-
plicable emission limit in § 63.4690, de-
termined according to § 63.4751(a) 
through (g). 

(d) You must maintain records as 
specified in §§ 63.4730 and 63.4731. 

COMPLIANCE REQUIREMENTS FOR THE 
EMISSION RATE WITH ADD-ON CON-
TROLS OPTION 

§ 63.4760 By what date must I conduct 
performance tests and other initial 
compliance demonstrations? 

(a) New and reconstructed affected 
sources. For a new or reconstructed af-
fected source, you must meet the re-
quirements of paragraphs (a)(1) 
through (4) of this section. 

(1) All emission capture systems, 
add-on control devices, and CPMS must 
be installed and operating no later 
than the applicable compliance date 
specified in § 63.4683. Except for solvent 
recovery systems for which you con-
duct liquid-liquid material balances ac-
cording to § 63.4761(j), you must con-
duct a performance test of each cap-
ture system and add-on control device 
according to §§ 63.4764, 63.4765, and 
63.4766, and establish the operating lim-
its required by § 63.4692 no later than 
180 days after the applicable compli-
ance date specified in § 63.4683. For a 
solvent recovery system for which you 
conduct liquid-liquid material balances 
according to § 63.4761(j), you must ini-
tiate the first material balance no 
later than 180 days after the applicable 
compliance date specified in § 63.4683. 

(2) You must develop and begin im-
plementing the work practice plan re-
quired by § 63.4693 no later than the 
compliance date specified in § 63.4683. 

(3) You must complete the initial 
compliance demonstration for the ini-
tial compliance period according to the 
requirements of § 63.4761. The initial 
compliance period begins on the appli-
cable compliance date specified in 
§ 63.4683 and ends on the last day of the 
12th month following the compliance 
date. If the compliance date occurs on 
any day other than the first day of a 
month, then the initial compliance pe-
riod extends through the end of that 
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